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Stainless Steel single filter cartridge housings for quick-fit cartridges with double O-ring

APPLICATIONS
Domestic use: filtration and treat-
ment of drinking water, protection 
of taps, boilers,washing machines, 
and other installations.
Technical use: pre-filtration, mi-
cro-filtration; protection of pumps, 
heating systems,softeners, de-
mineralising and chlorine-remov-
ing appliances.

WORKING CONDITIONS
Max working pressure: 300 PSI 
Max working temperature: 97 °C

SPECIFICATIONS
Non-toxic materials, suitable for 
drinking water.
Head and Sump: AISI 304 or AISI 
316.
O-ring: Silical gel, EPDM...

FEATURES
Quick-fit for 222 and DOE car-
tridges.
Double O-ring ensures perfect 
watertight.
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HL stainless steel housings

Model IN/OUT
Threads

mm

L D

HL-5A(C)
3/4’’ 253 Õ125
1’’ 258 Õ125

HL-10A(C)

3/4’’ 380 Õ125
1’’ 385 Õ125

1¼’’ 390 Õ125
1½’’ 396 Õ125
2’’ 410 Õ125

HL-20A(C)

3/4’’ 634 Õ125
1’’ 639 Õ125

1¼’’ 644 Õ125
1½’’ 650 Õ125
2’’ 664 Õ125

HL-30A(C)

3/4’’ 894 Õ125
1’’ 899 Õ125

1¼’’ 900 Õ125
1½’’ 905 Õ125
2’’ 925 Õ125

HL-40A(C)

3/4’’ 1153 Õ125
1’’ 1158 Õ125

1¼’’ 1160 Õ125
1½’’ 1164 Õ125
2’’ 1184 Õ125

3/4”, 1”, 1-1/4”
1-1/2”, 2”
NPT
BSP
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HMF Big blue filter housings for quick-fit cartridges with double O-ring

HMF stainless steel housings

APPLICATIONS
Domestic use: filtration and 
treatment of drinking water, pro-
tection of taps, boilers,washing 
machines, and other installa-
tions.
Technical use: pre-filtration, 
micro-filtration; protection 
of pumps, heating systems, 
softeners,demineralising and 
chlorine-removing appliances.

WORKING CONDITIONS
Max working pressure: 300 PSI 
Max working temperature: 97 °C

SPECIFICATIONS
Non-toxic materials, suitable for 
drinking water.
Head and Sump: AISI 304  
or AISI 316.
O-ring: Silical gel, EPDM.
Pass NSF certfication against 
NSF 42 standard.

FEATURES
Heavy duty construction.
Quick-fit for 4.5” width DOE car-
tridges Double O-ring ensures 
perfect watertight

APPLICATIONS
Domestic use: filtration and treat-
ment of drinking water, protec-
tion of taps, boilers,washing ma-
chines, and other installations.
Technical use: pre-filtration, 
micro-filtration; protection 
of pumps, heating systems, 
softeners,demineralising and 
chlorine-removing appliances.

WORKING CONDITIONS
Max working pressure: 300 PSI 
Max working temperature: 97 °C

SPECIFICATIONS
Non-toxic materials, suitable for 
drinking water.
Head and Sump: AISI 316.
O-ring: Silical gel, EPDM.

FEATURES
Quick-fit for 222 and DOE car-
tridges.
Quick-fit clamp closure with sin-
gle O-ring.

IL Stainless Steel filter housings for quick-fit clamp closure with single O-ring

IL stainless steel housing

D

Intled

L

Outled

Model IN/OUT
Threads

mm

L D

HMF -10A/10C

1’’ 375 Õ146
1¼’’ 390 Õ146
1½’’ 400 Õ146
2’’ 410 Õ146

HMF -20A/20C

1’’ 630 Õ146
1¼’’ 645 Õ146
1½’’ 655 Õ146
2’’ 665 Õ146

HMF -30A/30C

1’’ 885 Õ146
1¼’’ 900 Õ146
1½’’ 910 Õ146
2’’ 920 Õ146

HMF -40A/40C

1’’ 1140 Õ146
1¼’’ 1155 Õ146
1½’’ 1165 Õ146
2’’ 1175 Õ146

HMF Big blue

1” 1-1/4”
1-1/2” 2”
NPT
BSP

NSF

1”
NPT
BSP

IL-10C (20C, 30C, 40C)
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HN stainless steel housings

HMS stainless steel housings

Materials: AISI 304 or AISI 316 
BSP
O-ring: silica gel, EPDM... 
Max working pressure: 300 PSI 
(150 PSI for B style)
Max working temperature: 97 °C
Conform to NSF 42 standard.

Materials: AISI 304 or AISI 316 
O-ring: silica gel, EPDM... 
Max working pressure: 300 PSI 
(150 PSI for B style)
Max working temperature: 97 °C
Conform to NSF 42 standard.
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Model
mm

In/outlet
L D

HMS-

5A 221(230) Õ106 1/2" 3/4" (1")
10A 346(355) Õ106 1/2" 3/4" (1")
20A 600(609) Õ106 1/2" 3/4" (1")
30A 854(864) Õ106 1/2" 3/4" (1")
40A 1108(1118) Õ106 1/2" 3/4" (1")

HMS-

5B 184(193) Õ106 1/2" 3/4" (1")
10B 309(318) Õ106 1/2" 3/4" (1")
20B 563(572) Õ106 1/2" 3/4" (1")
30B 817(826) Õ106 1/2" 3/4" (1")
40B 1071(1080) Õ106 1/2" 3/4" (1")

HMS-

5C 215(224) Õ106 1/2" 3/4" (1")
10C 340(349) Õ106 1/2" 3/4" (1")
20C 594(603) Õ106 1/2" 3/4" (1")
30C 848(858) Õ106 1/2" 3/4" (1")
40C 1102(1112) Õ106 1/2" 3/4" (1")

Model
mm

In/outlet
L D

HN-

5A 219 Õ106 1/2" 3/4"
10A 344 Õ106 1/2" 3/4"
20A 598 Õ106 1/2" 3/4"
30A 852 Õ106 1/2" 3/4"
40A 1106 Õ106 1/2" 3/4"

HN-

5B 182 Õ106 1/2" 3/4"
10B 307 Õ106 1/2" 3/4"
20B 561 Õ106 1/2" 3/4"
30B 815 Õ106 1/2" 3/4"
40B 1069 Õ106 1/2" 3/4"

HN-

5C 213 Õ106 1/2" 3/4"
10C 338 Õ106 1/2" 3/4"
20C 592 Õ106 1/2" 3/4"
30C 846 Õ106 1/2" 3/4"
40C 1100 Õ106 1/2" 3/4"

1/2”, 3/4”, 1”
NPT
BSP

1/2”, 3/4”
NPT
BSP

A

A

A

A

B

B

C

C

A / B / C

A / B / C

B

B

C

C

NSF

NSF

NSF

NSF
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HPB stainless steel housings

HPS stainless steel housings

Materials: Stainless Steel sump 
+ Brass head
O-ring: silica gel, EPDM... 
Max working pressure: 300 PSI 
(150 PSI for B style)
Max working temperature: 97 °C
Conform to NSF 42 standard.

Materials: AISI 304 or AISI 316
O-ring: silica gel, EPDM... 
Max working pressure: 300 PSI 
(150 PSI for B style)
Max working temperature: 97 °C
Conform to NSF 42 standard.
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Model
mm

In/outlet
L D

HPS-

5A 216(224) Õ106 1/2" 3/4" (1")
10A 341(349) Õ106 1/2" 3/4" (1")
20A 595(603) Õ106 1/2" 3/4" (1")
30A 849(857) Õ106 1/2" 3/4" (1")
40A 1103(1111) Õ106 1/2" 3/4" (1")

HPS-

5B 179(187) Õ106 1/2" 3/4" (1")
10B 304(312) Õ106 1/2" 3/4" (1")
20B 558(566) Õ106 1/2" 3/4" (1")
30B 812(820) Õ106 1/2" 3/4" (1")
40B 1066(1074) Õ106 1/2" 3/4" (1")

HPS-

5C 210(218) Õ106 1/2" 3/4" (1")
10C 335(343) Õ106 1/2" 3/4" (1")
20C 589(597) Õ106 1/2" 3/4" (1")
30C 843(851) Õ106 1/2" 3/4" (1")
40C 1097(1105) Õ106 1/2" 3/4" (1")

Model
mm

In/outlet
L D

HPB-

5A 216(224) Õ106 1/2" 3/4" (1")
10A 341(349) Õ106 1/2" 3/4" (1")
20A 595(603) Õ106 1/2" 3/4" (1")
30A 849(857) Õ106 1/2" 3/4" (1")
40A 1103(1111) Õ106 1/2" 3/4" (1")

HPB-

5B 179(187) Õ106 1/2" 3/4" (1")
10B 304(312) Õ106 1/2" 3/4" (1")
20B 558(566) Õ106 1/2" 3/4" (1")
30B 812(820) Õ106 1/2" 3/4" (1")
40B 1066(1074) Õ106 1/2" 3/4" (1")

HPB-

5C 210(218) Õ106 1/2" 3/4" (1")
10C 335(343) Õ106 1/2" 3/4" (1")
20C 589(597) Õ106 1/2" 3/4" (1")
30C 843(851) Õ106 1/2" 3/4" (1")
40C 1097(1105) Õ106 1/2" 3/4" (1")

1/2”, 3/4”, 1”
NPT
BSP

1/2”, 3/4”, 1”
NPT
BSP

A

A

A

A

B

B

C

C

A / B / C

A / B / C

B

B

C

C

NSF NSF

5



 FILTER HOUSINGS

EKO-TRADING CO., LIMITED  •  www.eko-rus.org

HQS stainless steel housings

HRB stainless steel housings

Materials: AISI 304 or AISI 316
O-ring: silica gel, EPDM... 
Max working pressure: 300 PSI 
(150 PSI for B style)
Max working temperature: 97 °C
Conform to NSF 42 standard.

Materials: AISI 304 or AISI 316
O-ring: silica gel, EPDM... 
Max working pressure: 300 PSI 
(150 PSI for B style)
Max working temperature: 97 °C
Conform to NSF 42 standard.
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Model
mm

In/outlet
L D

HRB-

5A 211(219) Õ106 1/2" 3/4" (1")
10A 336(344) Õ106 1/2" 3/4" (1")
20A 590(598) Õ106 1/2" 3/4" (1")
30A 844(852) Õ106 1/2" 3/4" (1")
40A 1098(1106) Õ106 1/2" 3/4" (1")

HRB-

5B 174(182) Õ106 1/2" 3/4" (1")
10B 299(307) Õ106 1/2" 3/4" (1")
20B 553(561) Õ106 1/2" 3/4" (1")
30B 807(815) Õ106 1/2" 3/4" (1")
40B 1061(1069) Õ106 1/2" 3/4" (1")

HRB-

5C 205(213) Õ106 1/2" 3/4" (1")
10C 330(338) Õ106 1/2" 3/4" (1")
20C 584(592) Õ106 1/2" 3/4" (1")
30C 838(846) Õ106 1/2" 3/4" (1")
40C 1092(1100) Õ106 1/2" 3/4" (1")

Model
mm

In/outlet
L D

HQS-

5A 224(216) Õ106 1/2" 3/4"
10A 349(341) Õ106 1/2" 3/4"
20A 603(595) Õ106 1/2" 3/4"
30A 857(849) Õ106 1/2" 3/4"
40A 1111(1103) Õ106 1/2" 3/4"

HQS-

5B 187(179) Õ106 1/2" 3/4"
10B 312(304) Õ106 1/2" 3/4"
20B 566(558) Õ106 1/2" 3/4"
30B 820(812) Õ106 1/2" 3/4"
40B 1074(1066) Õ106 1/2" 3/4"

HQS-

5C 218(210) Õ106 1/2" 3/4"
10C 343(335) Õ106 1/2" 3/4"
20C 597(589) Õ106 1/2" 3/4"
30C 851(843) Õ106 1/2" 3/4"
40C 1105(1097) Õ106 1/2" 3/4"

1/2”, 3/4”, 1”
NPT
BSP

1/2”, 3/4”, 1”
NPT
BSP

A

A

A

A

B

B

C

C

A / B / C

A / B / C

B

B

C

C

NSF NSF
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HRS stainless steel housings

Materials: AISI 304 or AISI 316
O-ring: silica gel, EPDM... 
Max working pressure: 300 PSI 
(150 PSI for B style)
Max working temperature: 97 °C
Conform to NSF 42 standard.

D D
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L L L
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Model
mm

In/outlet
L D

HRS-

5A 211(219) Õ106 1/2" 3/4" (1")
10A 336(344) Õ106 1/2" 3/4" (1")
20A 590(598) Õ106 1/2" 3/4" (1")
30A 844(852) Õ106 1/2" 3/4" (1")
40A 1098(1106) Õ106 1/2" 3/4" (1")

HRS-

5B 174(182) Õ106 1/2" 3/4" (1")
10B 299(307) Õ106 1/2" 3/4" (1")
20B 553(561) Õ106 1/2" 3/4" (1")
30B 807(815) Õ106 1/2" 3/4" (1")
40B 1061(1069) Õ106 1/2" 3/4" (1")

HRS-

5C 205(213) Õ106 1/2" 3/4" (1")
10C 330(338) Õ106 1/2" 3/4" (1")
20C 584(592) Õ106 1/2" 3/4" (1")
30C 838(846) Õ106 1/2" 3/4" (1")
40C 1092(1100) Õ106 1/2" 3/4" (1")

1/2”, 3/4”, 1”
NPT
BSP

A

A B C

A / B / C

B

C
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NW plastic housing 

Item number Description Material Color Inlet & outlet 
port (NPT) Size Max working 

pressure
Failure test 

pressure Packing dimension

NW-BR101 Double "O" ring housing PP White 1/4" 10" 125 psi 450 psi 47x36x32,5 cm/12 pcs

NW-BR101B Double "O" ring housing PP White 1/4" 10" 125 psi 360 psi 47x36x32,5 cm/12 pcs

NW-BR1011 Double "O" ring housing AS Clear 1/4" 10" 125 psi 350 psi 47x36x32,5 cm/12 pcs

NW-BR101-2 Double "O" ring housing PP White 1/4", 1/2", 3/4" 10" 125 psi 225 psi 47x36x32,5 cm/12 pcs

NW-BR101-3 Double "O" ring housing AS Clear 1/4", 1/2", 3/4" 10" 125 psi 170 psi 47x36x32,5 cm/12 pcs

NW-BR102 Single "O" ring housing PP White 1/4" 10" 125 psi 360 psi 47x36x32,5 cm/12 pcs

NW-BR1021 Single "O" ring housing AS Clear 1/4" 10" 125 psi 290 psi 47x36x32,5 cm/12 pcs

NW-BR1022 Single "O" ring housing, 
with air release button PP White 1/4", 1/2", 3/4" 10" 125 psi 290 psi 47x36x32,5 cm/12 pcs

NW-BR1023 Single "O" ring housing, 
with air release button AS Clear 1/4", 1/2", 3/4" 10" 125 psi 290 psi 47x36x32,5 cm/12 pcs

NW-BR1024 Single "O" ring housing PP Blue 1" 10" 125 psi 290 psi 47x36x32,5 cm/12 pcs

NW-BR1025 Single "O" ring housing PP White 1/4" 10" 125 psi 360 psi 47x36x32,5 cm/12 pcs

The filter housing is made of high quality PP and 
AS in conformity with FDA specifications. Gum O-
ring can avoid leakage. Thicker housing and rib de-
sign can withstand much pressure. It can be used 
in food industry, industries, RO system, lab, water 
station.

 Filter length: 5”, 10”, 20”

 Connector size: 1/4”, 3/8”, 1/2”, 3/4”, 1”, 1.5”

 Max sustained pressure: 125 psi  

 Max sustained temperature: 120 °F/50 °C

 Cartridge type depend on your require  
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NW plastic housing 

Item number Description Material Color Inlet & outlet 
port (NPT) Size Max working 

pressure
Failure test 

pressure Packing dimension

NW-BR103 Double "O" ring housing PP White 1/4" 10" 125 psi 400 psi 47x36x32,5 cm/12 pcs

NW-BR1031 Double "O" ring housing AS Clear 1/4" 10" 125 psi 400 psi 47x36x32,5 cm/12 pcs

NW-BR10A
In-line water filter 

housing, with air release 
button

AS Clear 1/2", 3/4", 1" 10" 125 psi 210 psi 59x44,5x35 cm/12 pcs

NW-BR10B 
(thin/thick 
type)

In-line water filter 
housing, with air release 

button
AS Clear 1/2", 3/4", 1" 10" 100 psi 120 psi 59x44,5x35 cm/12 pcs

NW-BR10B-H
In-line water filter 

housing, with air release 
button

NYLON Red 1/2", 3/4", 1" 10" 125 psi 360 psi 59x44,5x35 cm/12 pcs

NW-BR10F         
NW-BR10F2

In-line water filter 
housing, with air release 

button

AS                  
PP

Clear                                                
Blue 1/2", 3/4" 10" 125 psi 360 psi 59x44,5x35 cm/12 pcs

NW-BR10N In-line water filter 
housing AS Clear 1/4" 10" 125 psi 290 psi 59x44,5x35 cm/12 pcs

NW-BR109 In-line water filter 
housing PP Clear 1/4" 10" 125 psi 290 psi 59x44,5x35 cm/12 pcs

NW-BR101Y Double "O" ring housing PP White 1/4" 10" 125 psi 390 psi 47x36x32,5 cm/12 pcs

NW-BR101Y-2 Double "O" ring housing PP White 3/8", 1/2", 3/4", 
1" 10" 125 psi 390 psi 47x36x32,5 cm/12 pcs

NW-BR102Y Single "O" ring housing PP White 1/4" 10" 125 psi 390 psi 47x36x32,5 cm/12 pcs

NW-BR102Y-2 Single "O" ring housing PP White 3/8", 1/2" 10" 125 psi 390 psi 47x36x32,5 cm/12 pcs
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NW plastic housing 

Item number Description Material Color Inlet & outlet 
port (NPT) Size Max working 

pressure
Failure test 

pressure Packing dimension

NW-BR5B Single "O" ring housing AS Clear 1/2", 3/4", 1" 5" 125 psi 280 psi 62x44x29,5 cm/50 pcs

NW-SHW1 Single "O" ring housing AS Clear 3/4" 3" 125 psi 180 psi 50x24x35 cm/40 pcs

NW-SHW2 Single "O" ring housing AS Clear 1/2" 4" 125 psi 180 psi 49x49x39 cm/50 pcs

NW-SHW2-1 Single "O" ring housing PP White 1/2" 4" 125 psi 180 psi 49x49x39 cm/50 pcs

NW-SHW2-2 Single "O" ring housing PET Clear 1/2" 4" 125 psi 180 psi 49x49x39 cm/50 pcs

NW-SHW5 Single "O" ring housing AS Clear 2" 4" 125 psi 180 psi 49x49x39 cm/50 pcs

NW-BR104 Single "O" ring housing PP White 1/4" 10" 125 psi 400 psi 56,5x42x33 cm/40 pcs

NW-
BR105/105-1 Single "O" ring housing PP White 1/8" 10" 125 psi 500 psi 56,5x42x33 cm/40 pcs

NW-BR107 Double "O" ring housing PP White 1/8" 10" 125 psi 550 psi 56,5x42x33 cm/40 pcs

NW-BR108 Single "O" ring housing PP White 1/8" 10" 125 psi 400 psi 56,5x42x33 cm/40 pcs

NW-BR400G Single "O" ring housing PP White 1/8" 10" 125 psi 400 psi 56,5x42x33 cm/40 pcs

NW-BR106 Single "O" ring housing AS Clear 1/4" 10" 125 psi 400 psi 56,5x42x33 cm/40 pcs

NW-BR10M Single "O" ring housing, 
with air release button PP Blue 1", 1.5" 10" 125 psi 360 psi 39x39x40 cm/4 pcs

NW-BR20L
In-line water filter 

housing, with air release 
button

PP Blue 1", 1.5" 20" 125 psi 360 psi 41x41x64 cm/4 pcs

NW-BR20K Single "O" ring housing, 
with air release button PP Blue 3/8", 1/2", 3/4", 

1" 20" 125 psi 360 psi 39x39x62 cm/6 pcs

NW-BR20K-2 Single "O" ring housing, 
with air release button PP Blue 3/8", 1/2", 3/4", 

1" 20" 125 psi 360 psi 39x39x62 cm/6 pcs
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NW plastic housing 

Item number Description Material Color Inlet & outlet port 
(NPT) Size

NW-BR101-PET Double "O" ring housing PET Clear 1/4", 1/2", 3/4" 10"

NW-BR102-PET Single "O" ring housing PET Clear 1/4", 1/2", 3/4" 10"

NW-BR10T-PET Double "O" ring housing PET Clear 1/4", 1/2" 10"

NW-BR10A-PET Single "O" ring housing PET Clear 1/2", 3/4", 1" 10"

NW-BR10B-PET Single "O" ring housing PET Clear 1/2", 3/4", 1" 10"

NW-BR5B-PET Single "O" ring housing PET Clear 1/2", 3/4", 1" 10"

Newly design housing, made of high quality PET 
material in conformity with FDA specification. It 
can be used in food industry, industries, RO sys-
tem, lab, water station. PET housing can withstand 
much pressure.

Filter length:    5”, 10” 

Connector size:    1/4”, 3/8”, 1/2”, 3/4”, 1”

Max sustained pressure:  125 psi 

Max sustained temperature:  120 °F/50 °C 
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NW plastic housing 

Item number Description Material Color Inlet & outlet port 
(NPT) Size

NW-BR101Q Double "O" ring housing PP White 1/4" 10"

NW-BR1011Q Double "O" ring housing AS Clear 1/4" 10"

NW-BR102Q Single "O" ring housing PP White 1/4" 10"

NW-BR1021Q Single "O" ring housing AS Clear 1/4" 10"

NW-BR103Q Double "O" ring housing PP White 1/4" 10"

NW-BR1031Q Double "O" ring housing AS Clear 1/4" 10"

NW-BR105Q Single "O" ring housing PP White 1/4" 10"

Newly design housing, made of high quality PP and 
AS material in conformity with FDA specification. 
The cap is with quick fitting, can easily install the 
quick fitting. It can be used in food industry, indus-
tries, RO system, lab, water station.

Filter length:   10” 

Connector size:  1/8” 

Max sustained pressure: 125 psi 

Max sustained temperature: 120 °F/50 °C
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