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VD710

Body: Cast iron, Ductile iron, Carbon steel, Stainless steel 304, Stainless steel 316, Stainless steel 316L

Disc: Ductile iron coated by nylon, Ductile iron coated by nickel, Stainless steel 304, Stainless steel 316, Stainless steel 316L, Duplex 
stainless steel, Aluminium bronze

Seat: EPDM, NBR, High-temperature EPDM, Fluorine rubber, Silicon rubber

Stem: Carbon steel 45, Stainless steel 410, Stainless steel 304, Stainless steel 316

Nominal diameter: DN40…DN900

Nominal pressure: PN1,0…PN1,6 MPa

Applicable medium: Water, Sea water, Sewage, Oil, Air, Food, Weak acid and soda etc

Applicable temperature: -20...+220 °C

TECHNICAL PARAMETERS



 BUTTERFLY VALVES

EKO-TRADING CO., LIMITED  •  www.eko-rus.org

3

VD710

Size
H1 H2 H3 L C C1 D2 D3 P Q ISO5211

mm inch

DN40 1.5 60 120 14 33 34 7 110 98.5 11 50/70 F05/F07

DN50 2 65 143 14 43 39 8 125 120.5 11 50/70 F05/F07

DN65 2.5 71 155 15 46 55 13 145 139.5 11 50/70 F05/F07

DN80 3 77 162 15 46 69 19 160 152.5 11 50/70 F05/F07

DN100 4 107 181 16 52 91 27 180 190.5 11 50/70 F05/F07

DN125 5 122 197 19 56 115 36 210 216.0 14 70 F07

DN150 6 150 210 19 56 140 47 240 241.5 14 70 F07

DN200 8 165 240 22 60 186 68 295 298.5 17 102 F10

DN250 10 201 286 22 68 239 90 355 362.0 19 102 F10

DN300 12 234 309 25 78 288 111 410 432.0 22 102 F10

DN350 14 302 329 30 78 325 128 470 476.5 27 125 F12

DN400 16 335 361 30 102 375 143 525 540.0 27 125 F12

DN450 18 363 393 38 114 423 162 585 578.0 36 140 F14

DN500 20 398 427 38 130 473 182 650 635.0 36 140 F14

DN600 24 457 492 48 154 560 214 770 749.5 46 165 F16

DN700 28 510 563 112 165 655 255 840 863.5 165 F16

DN800 32 592 630 112 190 736 285 950 978.0 254 F25

DN900 36 632 660 118 203 841 331 1050 1086.0 254 F25

Note: D2 is designed to meet G89113.1
D3 is designed to meet ANSI 150 B16.5

DIMENSIONS
PN10/16/ANSI 150LB
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VD710B

Body: Cast iron, Ductile iron, Carbon steel, Stainless steel 304, Stainless steel 316, Stainless steel 316L

Disc: Ductile iron coated by nylon, Ductile iron coated by nickel, Stainless steel 304, Stainless steel 316, Stainless steel 316L, Duplex 
stainless steel, Aluminium bronze

Seat: EPDM, NBR, High-temperature EPDM, Fluorine rubber, Silicon rubber

Stem: Carbon steel 45, Stainless steel 410, Stainless steel 304, Stainless steel 316

Nominal diameter: DN50…DN600

Nominal pressure: PN1,0…PN1,6 MPa

Applicable medium: Water, Sea water, Sewage, Oil, Air, Food, Weak acid and soda etc

Applicable temperature: -20...+220 °C

TECHNICAL PARAMETERS



 BUTTERFLY VALVES

EKO-TRADING CO., LIMITED  •  www.eko-rus.org

5

VD710B

Size
H1 H2 H3 L C C1 D2 D3 P Q ISO5211

mm inch

DN50 2 65 143 14 43 39 8 125 120.5 11 50/70 F05/F07

DN65 2.5 71 155 15 46 55 13 145 139.5 11 50/70 F05/F07

DN80 3 77 162 15 46 69 19 160 152.5 11 50/70 F05/F07

DN100 4 107 181 16 52 91 27 180 190.5 11 70 F07

DN125 5 122 197 19 56 115 36 210 216.0 14 70 F07

DN150 6 150 210 19 56 140 47 240 241.5 14 70 F07

DN200 8 165 240 22 60 186 68 295 298.5 17 102 F10

DN250 10 201 286 22 68 239 90 355 362.0 19 102 F10

DN300 12 234 309 25 78 288 111 410 432.0 22 125 F12

DN350 14 302 329 30 78 325 128 470 476.5 27 125 F12

DN400 16 335 361 30 102 375 143 525 540.0 27 140 F14

DN450 18 363 393 38 114 423 162 585 578.0 36 140 F14

DN500 20 398 427 38 130 473 182 650 635.0 36 165 F16

DN600 24 457 492 48 154 560 214 770 749.5 46 254 F25

Note: D2 is designed to meet G89113.1
D3 is designed to meet ANSI 150 B16.5

DIMENSIONS
PN10/16/ANSI 150LB
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VD410

Body: Cast iron, Ductile iron, Carbon steel, Stainless steel 304, Stainless steel 316, Stainless steel 316L

Disc: Ductile iron coated by nylon, Ductile iron coated by nickel, Stainless steel 304, Stainless steel 316, Stainless steel 316L, Duplex 
stainless steel, Aluminium bronze

Seat: EPDM, NBR, High-temperature EPDM, Fluorine rubber, Silicon rubber

Stem: Carbon steel 45, Stainless steel 410, Stainless steel 304, Stainless steel 316

Nominal diameter: DN50…DN600

Nominal pressure: PN1,0…PN1,6 MPa

Applicable medium: Water, Sea water, Sewage, Oil, Air, Food, Weak acid and soda etc

Applicable temperature: -20...+220 °C

TECHNICAL PARAMETERS
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VD410

Size
H1 H2 H3 L C C1

ØD2 n-Ød
P Q ISO5211

mm inch PN10 PN16 PN10 PN16

DN50 2 62 130 14 108 39 164 125 125 4-Ø18 4-Ø18 11 50 F05

DN65 2.5 73 145 15 112 55 181 145 145 4-Ø18 4-Ø18 11 50 F05

DN80 3 85 155 15 114 69 195 160 160 4-Ø18 8-Ø18 11 50 F05

DN100 4 102 172 16 127 91 215 180 180 8-Ø18 8-Ø18 11 70 F07

DN125 5 116 190 19 140 115 245 210 210 8-Ø18 8-Ø18 14 70 F07

DN150 6 130 210 19 140 140 280 240 240 8-Ø22 8-Ø22 14 70 F07

DN200 8 160 243 22 152 186 337 295 295 8-Ø22 12-Ø23 17 102 F10

DN250 10 193 282 22 165 239 405 350 355 12-Ø23 12-Ø26 19 102 F10

DN300 12 230 310 25 178 288 455 400 410 12-Ø23 12-Ø26 22 125 F12

DN350 14 256 345 30 190 325 525 460 470 12-Ø23 16-Ø26 27 125 F12

DN400 16 283 377 30 216 375 580 515 525 12-Ø26 16-Ø30 27 140 F14

DN450 18 317 392 38 222 423 640 565 585 12-Ø26 16-Ø30 36 140 F14

DN500 20 355 430 38 229 473 705 620 650 20-Ø26 20-Ø33 36 165 F16

DN600 24 410 500 48 267 560 825 725 770 20-Ø30 20-Ø36 46 254 F25

DIMENSIONS
PN10/16


